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600 Adhesive for sealing PAVATEX boards and membranes

¢ Solvent-free and without odour
e Fast, controlled hardening
e Adheres to moist surfaces

e Strong, elastic and resistant adhesive joints instead of hard,
brittle bonds

Field of application

Contents per container

(ml/ g)
Cartridge 310/ 470
Tubular bag 600/ 900

Technical data

Box contents

Accessories included

[units]
12 12 snap-off nozzles
10 10 large conical nozzles ]
]

Product description

Material 1-component polyurethane adhesive, solvent-free

Minimum installation temperature

for base and air [°C] +5
Installation temperature
Adhesive [°C] +5 to +40

Temperature resistance [°C] -40 to +100

Open time (skin formation time)
at 20 °C and 65% r.h. [min.]

Tight after [h] 2

Usage guidelines

Format [cm] g/m g/m?2

ISOLAIR 18" 77 x 250 33 56
ISOLAIR 22 77 x 250 34 58
ISOLAIR 35 77 x 250 38 65
ISOLAIR 52 77 x 250 40 68
ISOLAIR 60 77 x 250 40 68
PAVATHERM-PLUS 80 x 160 40 75
60/ 80/ 100/ 120

PAVATHERM-PLUS 58 x180 40 91
60/ 80/ 100/ 120/ 140/ 160

Gluing and connections on = 36 -

PAVATEX membranes

" Wall area only

For waterproof and weatherproof gluing of PAVATEX insulation and
sarking systems, and for waterproof and airtight gluing of overlaps
and connections at PAVATEX membranes. As adhesive medium for
PAVATAPE on moist and open-pored surfaces. Also adheres to wood,
boards of wooden material, non-combustible construction boards,
concrete, brickwork, render, corrosion-protected metals and damp
sub-strates.

You will find details on usage and installation guidelines in the sealing
brochure

Storage

Store in a cool, dry place, protected from damage.

Shelf life

12 months unopened

Note on working safety

We recommend that protective gloves and goggles are worn when
handling the liquid product.

Please observe the instructions on the safety data sheet.
Only for commercial users.

Adhesion trials are essential for materials that are not describedyinstem g,
. . 3,
application note.

PAVATEX system guarantee

The high-performance adhesion and gluing components
used in the PAVATEX system solutions ensure long-lasting, reliable
system sealing in modern, multifunctional building envelopes -
now also guaranteed by the new PAVATEX warranty. It offers
comprehensive service if damage occurs, and therefore once again
increases security for designers, installers and builders.
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