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SECTION,1
SystemBuild Up
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SECTION,2
Document Description:

Acomprehensivecollection of technical details illustrating the correctinstallation methods, interface junctions, and
firebreak requirements for theBaumit StarTherm NatureeWI System.

Thispack supportsfull compliancewith INCAKIWA and Building Regulationstandards, focusingon weathering
performance, fire safety, and thermal bridge control across all critical facade junctions.

SECTION,3

ReferenceStandards& Guidance:

A INCATechnicalGuidanceDocument:ExternalWallInsulation Specificationfor Weatheringand ThermalBridge
Control Guided August 2024 Update.

Baumit KIWACertification:Baumit StarTherm NaturdEWISystemd Fire ClassificationB1-s1, dO
PAS2030 / PAS2035: Retrofit Design& Installation Standards
BSEN13914-1:2016: Design,Preparationand Applicationof ExternalRendering

Approved Document B (Fire Safetg)Volume 1: Dwellings and Volume 2: Buildings other than dwellings (as
applicable), including requirements for horizontal fire barriers and fire break positioning within external wall
constructions.

To o Po I

Baumit Ltd Unit 2 Westmead, New Hythe Lane, Kent, ME20 6XJ
Tel:01622710763 Web Page:baumit.co.uk E-Mail: info@baumit.co.uk



http://www.instagroup.co.uk/

Baumit TechnicaDrawingspack

Preparedby: Baumit UK

SECTIOIR
SECTIOR.1

Typical Fixing Layout foVF

1860 (930) Min. 200mm

590.0
@
®
[ ]
[ ]

Notes:

e Wood Fibre slabs to overhang each other by a minimum of 200mm.
e Baumit'S' or 'N' Fixings through Mineral Fibre into Substrate

Rev Issue Description Date | Drawn By Drawing No: BUK-DZ184
5 2 u pe o he propary. e — o L
Ll L ) bbbl ‘suecessl applications of our systams 18 Hs/0nd our sphess of influsnce. | Drawing Title:
Aestord, ant, a
- riossaily The spaciic applicabilty of the dstails pressnted must thersfors be checksd. Baumit UK WF EWI System - Direct Fix to Masonry
Tei: 01622 710763 Typical Fixing Layout for Woaed Fibre
Email: technical @oaum t.co.uk Diract legal llabiity cannot therefore be derved from the details provided.
This dirawing Is he o perty of Baumit Lid and must not be diackseciin | Adiacent trades ars orly shown schematically. 4
ot whaly 1 1y thit prywid permision ot company Created By: ewo Scale:nts | B5] | A4
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SECTIONR.2
StressPatchesfor Openings

Wood Fibre insulation layer cut
to ‘L' shapes around openings

Reinforcement mesh installed to
all window head areas

(Min) 250x250mm reinforcement mesh
installed to all corners of openings

Drawn by: M. WOODHAMS Date: 13/06/2024

Scale: Not to scale [ Rovision pate: Baumit StarSystem Nature - Direct Fix to Timber Frame BOU
B it Ltd i

U::l!r;, Westmead, New Hythe Lane % Stress Patches to Openlngs :
Aylesford, Kent, ME20 6XJ

Tel: 01622 710763 - E-Mail: technical@baumit.co.uk

[The property-specific circumstances as well as the correct and therefore successful applications of our systems are beyond our sphere of influence. The specific applicability of the details presented must therefore be checked.
[Direct legal liablility cannot therefore be derived from the details provided. Adjacent trades are only shown schematically.
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SECTION.3
Interlocking EWI at External Corners

Legend:

X = Full Size Insulation Board

Notes:
e Interlock Each Insulation Board

Rev Issue Description Date |Issued By| N .
004 |Initial lssue oe/iyz] swo | Prawing No: BUK-D1221

Baumit Ltd,
Unit 2, Westrnead, Drawing Title:
]

New Hythe Lane,
Aylesford, Kent,
ME20 6XJ, Baumit WF EWI System - Direct Fix to Masonry
4 Tel: 01622 710763
5 The property-specific circumstances as well as the correct and therefore successful applications of our systems are Interlocking EWI at External Corners

Email: technical@baumit.co.uk beyond s spherssfinfusnes: g
The specific applicability of the details presented must therefore be checked.

I I th fi he I . AC h Ily.
Thie dreNing s the Eronsity of BAUIE L S e Hopbe giedeaadin Direct legal liability cannot therefore be derived from the details provided. Adjacent trades are only shown schematically.

part or wholly to any third party without permission of the company | Date: 08/12/25 Created By: BWO Scale: NTS |, é, é,' A4
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SECTIONR.4
Fixings For Masonry Sectional Deit

Surface mounted with EPS Plug

1

2

e 3
] 4
e | 5

6
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Notes: "D" = Insulation Thickness

1 Substrate "X" = Fixing Embedment (min. 40mm subject to substrate)
2. StarContact Adhesive Layer

3. Wood Fibre Insulation

4. StarContact Basecoat with

reinforcement mesh.

UniPrimer/ Premium Primer

Baumit UK Topcoat

Baumit Fixing

No o

Rev Issue Description Date |Issued Byl Drawing No: BUK-D1220

Baumit Ltd, 001 [Initial lssue 08/12/25 BWO
Unit 2, Westmeat, Drawing Title:
|

New Hythe Lane,
Aylesford, Kent,

?”j?gfe"z"z 0763 Baumit WF EWI System - Direct Fix to Masonry
q s — The property-specific circumstances as well as the correct and therefore successful applications of our systems are Fixings for Masonry Sectional Detail

beyond our sphere of influence.
The specific applicability of the details presented must thersfore be checked.

Dirsct Iegal liability cannot therfore b derived from the details provided. Adjacent trades are only shown schematically.
This drawing is the property of Baunit Ltd and must not be disdlosed in

et of vl 5 afy € party without perision of the company | Date:08/12/25 Created By:BWO Scale: NTS
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SECTIOR.5
Typical Adhesivé.ayoutfor WF

1860 3-5mm
B il L

500 Max. 500 Max.

590

Wood Fibre Insulation

Notes:

¢ Adhesive to be appiled to back of Wood Fibre Slab

e Approx. 120mm dabs across the middle of Slab max. 500mm ctrs.

e Adhesive applied around perimeter of Wood Fibre Slab, min. 50mm width
¢ Once installed adhesive to be approx. 3-5mm thick.

Rev Issue Description Date | Drawn By Drawing No: BUK-D1195
s u l ' Bameis, . : 28 vl as the comect
Lol A% B polnd g sungessful 3071 66605 Of o systems are eyond cursphers of influcnos, | Drawing Title:
ylesford, Ken
L i Lty The spedific apolicabiity of the detis preserted must therefore be checked. Baumit UK WF EWI System - Direct Fix to Masonry
Tel: 01622 710763 Typical Adnesive Layout for MF
Emel; technical @baumtoo.uk Direct |egal liability cannot therefore be derved from the dewils provided.
n o | Aacent traces ave coly shown schemetcaty. " -
T Y AT Ao e Created By: o1y [scale: nrs [ 5[ a4
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SECTIOR.6
Typical Adhesive Layout for Fire Breaks Barriers

600 3-5mm
- =

N

600

i //
/"// 4
,/’)
“ Mineral Wool Insulation
Notes:
e Adhesive to be appiled to back of Mineral Wool Slab
e Full Coverage using notched trowel
e Once installed adhesive to be approx. 3-5mm thick.
Rev Issue Description Dato | Drawn By — i Drawing No: BUK-1196
001 [1eal Bave oej1/E o aou o Wesmpesc ol s o o satares v bl o ecserset caios; Fawing Yiile:
+ — o gl the dotsis tersforsbe cheskec, | Baumit UK WF EWI System - Direct Fix to Masonry
! 4 Tel: 01822 710783 Typical Adhesive Layout for Fire Breaks/ Barrers
| Ermail: technical@oeum.co.uk Direct legal lisbility vxsrrrm? therzfore be derved from the detai's provided,
[ o iy oty e oty et o 6 o BTy R Drawn By: B [scate: s | @[ ag
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SECTIONR.7

Partially Insulated Plinth Zone

Interior

1 T Min. 25
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Notes:

XN WM

®

StarContact Adhesive (Adhesive/Basecoat)
Baumit Mechanical Fixing

StarTex Fine reinforcing mesh

Baumit Primer and Baumit Topcoat Layer
Aluminium Base Track with 6mm clip on drip bead
Baumit Joint Sealing Band 5-11mm

Baumit Mechanical Fixing (Optional)

StarContact (Adhesive/Basecoat) with Startex Fine reinforcing mesh, Baumit Primer
Finished with Baumit Topcoat or MosaikTop
Aluminium Base Track with 6mm clip on drip bead

30U
s

Baumit Ltd,

Unit 2, Westmead,
New Hythe Lane,
Aylesford, Kent,

Tel: 01622 710763
Email: technical@baumit.co.uk

This drawing is the property of Baumit Ltd and must not be disdlosed in
part or whally to any third party without permission of the company

Rev Issue Description Date

Issued Byl

001 |Initial lssue 08/12/25 BWO

Drawing No: BUK-D1222

Drawing Title:

Baumit WF EWI System - Direct Fix to Masonry

The property-specific circumstances as well as the correet and therefore successful applications of our systems are
beyond our sphere of influence.

The specific applicability of the details presented must therefore be checked.

Direct legal liability cannot thersfore be derived from the details provided. Adjacent trades are only

Partially Insulated Plinth Zone

[ Date:04/12/25

Created By: BwO Scale: s | @] [A4
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SECTION.8
Partially Insulated Plinth Zone Below FFL

Y

Interior ! =

Exterior

I
DPC LEVEL

Baumit BituFix 2K over
topcoat, from below
ground level to 40 mm
above FFL.

French drain or plastic
waterproofing sheet.

N

N

— | =
@%
i
-l
o

7

STESTIEST]

A~

Notes:

1. StarContact Adhesive (Adhesive/Basecoat)

2. Baumit Mechanical Fixing

3. StarTex Fine reinforcing mesh

4. Baumit Primer and Baumit Topcoat Layer

5. Aluminium Base Track with 6mm clip on drip bead

6. Baumit Joint Sealing Band 5-11mm

7. Baumit Mechanical Fixing (Optional)

8. StarContact (Adhesive/Basecoat) with Startex Fine reinforcing mesh, Baumit Primer

Finished with Baumit Topcoat or MosaikTop
Aluminium Base Track with 6mm clip on drip bead

©

Rev Issue Description Date |lssued By i, wing No: BUK-D1223

001 [Initial Issue 08/12/25] __BWO

Baumit Ltd,

Unit 2, Westmead, Drawing Title:
|

New Hythe Lane,
Aylesford, Kent,

ME20 6XJ, Baumit UK WF EWI| System - Direct Fix to Masonry
4 Tel: 01622 710763 » i
Email- technical@bainit:co.k The property-specific circumstances as well as the correct and therefore successful applications of our systems are Partial \y Insulated Plinth Zone Below FFL

beyond our sphere of influence.
The specific applicability of the details presented must therefore be checked.
Direct Iegal liability cannot therefore be derived from the details provided. Adjacent trades are only shown schematically.

This drawing is the property of Baumit Ltd and must not be disdosed in
part or wholly to any third party without permission of the company Date:08/12/25 Created By:BWO Scale: NTS
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SECTION.9
Soil Pipe Facade Interface

Soil Pipe Removal and Re-Installation over EW System

. Existing soil pipe to be carefully removed and re-attached over the completed EW facade.
. Use Swifix fittings and compatible fixings designed for heavy-duty rainwater or soil pipe supports.
Interior @ Exterior 2

Min. 100mm

Use Swifix + fixings

o On

Aﬁ\g’\\/ 7 AT

Notes:

StarContact Adhesive (Adhesive/Basecoat)
Baumit Mechanical Fixing

StarTex Fine reinforcing mesh

Baumit Primer and Baumit Topcoat Layer
Aluminium Base Track with 6mm clip on drip bead
Baumit Joint Sealing Band 5-11mm

Baumit Mechanical Fixing (Optional)

StarContact (Adhesive/Basecoat) with Startex Fine reinforcing mesh, Baumit Primer
Finished with Baumit Topcoat or MosaikTop
Aluminium Base Track with 6mm clip on drip bead

NGO~ LNE

©

. issue Description Date [lssued By py . inor Nox BUK-D1224

001 [Initial Issue 08/12/25| _ BWO
Baumit Ltd,
Unit 2, Westmead, Drawing Title:
|

New Hythe Lane,
Aylesford, Kent,
I ME20 6XJ, Baumit WF EWI System - Direct Fix to Masonry

Tel: 01622 710763 A
4 The property-specific circumstances as well as the correct and therefore suceessful applications of our systems are Soil Pipe Facade Interface
Ernall:technicel@uaumit sk beyond our sphere of influence. P

The specific applicability of the details presented must therefore be checked.

Direct legal liability cannot therefore be derived from the details provided. Adjacent trades are only shown schematically.
This drawing is the property of Baumit Ltd and must not be disdosed in
hartar ol i S 46 et wiout perTisSen of e campany Date:08/12/25 Created By:BWO Scale: n1s | &1 A4
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SECTIORR.10
Hot Extraction Pipe Section

Masonry Substrate

Baumit UK reinforced basecoat, with
primer and topcoat

SS Fixing with SS Washer fixed through
the mesh coat

Separation cut in render layers around flue,
filled with silicone mastic as secondary
weatherproofing

I

Flue

\/ : Baumit Joint Sealing Band

Baumit StarTherm Mineral Wool
Insulation

w e Mineral fibre

StarContact White adhesive layer

Notes:

¢  Mineral Wool Insulation (min. 600 x 600mm) to be installed around Hot Extraction Pipes
Do not use Wood Fibre to insulate around Hot Extraction Pipes

Rev Issue Description Date |Issued By| . .
’ 001 | Initial Issue o5/12/75]_swo | Prawing No: BUK-D1194
Baurnit Ltd,
Bou Unit 2, Westmead, Drawing Title:
New Hythe Lane,
Aylesford, Kent,
_— Baumit UK WF EW| System - Direct Fix to Masonry

4 Tel:01622 710763 s e 3
The property-specific circumstances as well as the correct and therefore suceessful applications of our systems are Hot Extraction Pipe Section
Email; technical@baumit.co.uk beyond our sphers of influence. p

The specific applicability of the details presented must therefore be checked.

y . . . Direct Isgal liability cannot therefore be derived from the details provided. Adjacent trades are only shi i
This drawing is the property of Baumit Ltd and must not be disdosed in
et of whallyfn &y thdsparty without permiseion of the company [ Date:0s/12/25 Created By:BWO Scale: NTS

@ci[ad
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SECTIONR.11
Gas Flue Section

StarContact White Adhesive
(Adhesive Layer)

Mechanical Fixing
Mineral Fibre Insulation

Stainless Steel Fixing, with Stainless
Steel Washer Plate (min. 80mm dia.)
fixed through the mesh coat

|

Joint Sealing Band —

Boiler Flue with rubber
seal (by others)

Mineral Wool Insulation (Min.
300mm wide)

StarContact White Base Coat with
StarTex Fine Reinforcing Mesh

Baumit UK Primer & Top Coat — nl ) ™
i I —

Notes:

e Mineral Wool Insulation (min. 600 x 600mm) to be installed around flues.
Do not use Wood fibre to insulate around flue.

Rev Issue Description Date |lIssued By . e
001 _Initial lssue og/12/25] wo  Prawing No: BUK-D1193

Baumit Ltd.
Lnit 2, Westmead. Drawing Title:
|

New Hythe Lane,
Aylesford, Kent,

ME20 BXJ. I Baumit UK WF EWI System - Direct Fix to Masonry
4 Tel: 01622 710763 ) 3
it " Ihe proparty-spaaific aireumstancas as wall as the coirect and tharefore successful applications of aur systems aia Gas Flue Section
Ermiail: technical@baumiz.co.uk beyond our sphere of influence.

The specific applicabilty of the details presented must therefore be checked.

§ § _ Dircet legal liability cannet therefoic be derived from the details provided. Adjacent trades arc only shown schematically.
Tis drawing s the sroperty of Baurmit Lt 2~d must not be d'sc osed in -

part o wholly to any third party w0, per-nission of the company Date: 08/12/25 Created By:BWO Scale:NTS

A4
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SECTION.12
Gas Flue and Hot Extraction Fixing Detail (Masonry)

Notes:

Grey Fixing - Stainless Steel Fixing & Washer. (Through Mineral Wool Slab around Flue) - Min 4 Fixings Per.
Red Fixing - Baumit Masonry Fixing (Through Wood Fibre) - Min. 5 Fixings Per Slab.

Mineral Wool Insulation {min. 600 x 600mm) to be installed around flues.

Issue Description Date | Drawn By

001

Initial bssue 04/5| B

Baurnit Ltd,
Unit 2, Westmead,
New

Lechnicalbaum £.00.uk

eartor whelly to any third party vathout germsion of the campeny

Drawing No: BUK-D1182

The Groumstances as well
successful eoplicetions of our systems are beyond cur sphere of infiuence.

The speaficapplicability of the Cetails presented Must therefore be chesked.

Direct legal liabikty cannut therefore be derived from the details provided,
Adjanent traces e ol snown schematcally.

Drawing Title:

Baumit UK WF EWI System - Direct Fix to Masonry
Gas Flue & Hot Extraction Fixing Detail

|Created By: swo
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SECTION.13

SwiFix Cable Connectors

Baumit Ltd Unit 2 Westmead, New Hythe Lane, Kent, ME20 6XJ
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